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I. Overview

File:




InstallSATARaid.exe

File Dates:


3/20/07
File Size:


4,644 kbytes

Other Files included:
SATARaid.exe version 1.0.0.25








File Dates:
3/20/07








File Size: 996 kbytes









Res409.dll version 1.0.0.25








File Dates:
3/20/07








File Size: 368 kbytes









EnclosureConfig.dll version 1.0.0.1









File Dates:
3/20/07








File Size: 40 kbytes

Redistributable Files from Microsoft:




vcredist_x86.exe for 32-bit platforms

vcredist_x64.exe for 64-bit platforms

.Net Framework 2.0 from Microsoft:


dotnetfx.exe
This version includes SATARaid.exe (GUI utility for SiI PCI-3112, PCI-3114, and PCI-3124 controllers) for the following OS:

     Windows Vista

Windows Server 2003

Windows XP

Windows 2000

Windows NT 4.0

Windows ME

Windows 98

II. Applicable Hardware

This release supports the following hardware:



SiI PCI-3112



SiI PCI-3512



SiI PCI-6112

SiI PCI-6512



SiI PCI-3114



SiI PCI-6114

III. Installation

1.
Execute vcredist_x86.exe for 32-bit platforms or vcredist_x64.exe for 64-bit platforms to install Visual C++ libraries required by SATARaid GUI.

2.  Execute dotnetfx.exe to install .Net Framework 2.0 from Microsoft.

3.
Run the InstallSATARaid.exe program and follow the on screen directions.

IV. New Features and Enhancement

Add events in SiI log file to Windows Event Viewer.
Add an event when a degraded RAID set was detected when the GUI was loaded.

V. Corrections

None
VI. Known Restrictions

1. There are a few times that GUI could crash and exit after the raid set was created or deleted successfully.
2.  Password protection could not function correctly.

3.  SMART information for the RAID set and the RAID capacity were not correct sometimes.
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